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 Product designed to leave a rough finish for tilling and
decorating walls.
« Used forinterior and exterior, walls and floors.

SUPPORTS

- The support should be resistant, level, with a certain
level of absorption, grooved if possible, clean of dust,
paint, oils, etc...

» The humidity of the support should be 3% or less.

 For very absorbent supports it is recommended to
wet the surface prior to application.

» Recommended for use on cement blocks, concrete,
and on mortar.

DIRECTIONS FOR USE

» Mix with clean water by hand or machine until
achieving a paste that is clump free, with 28% water (
approx. 6.5-7.5 L/sack)

* Leave torest 5 min and mix again.

» Spread on desired surface with a thickness of no
more than 10mm

« Allow to dry and harden for 1 hour depending on
weather conditions.

 Use a sponge or trowel to rub smooth.

AIDICO

CERTIFICACION

ISO 14001

AIDICO

CERTIFICACION
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Single layer cement plaster base. ' B
APPLICATIONS MANDATORY GUIDELINES

« Do not use in extreme temperatures, under 5°C or
above 30°C.

» Do not apply in direct sunlight, strong winds, under
rain, or freezing conditions.

« Do not use supports with an interior humidity of more
than 3%.

« Use indicated amount of water for mortar mix.

« Do notuse on mortar supports.

 The thickness of the layer should be 10mm to 12mm.

« Be careful with intense colours when using the trowel
finish.

COLOUR

* See colour chart.

PERFORMANCE
» 18 Kg/m2.

CONSERVATION / STORAGE

« Store in dry place within closed original packaging up
to 12 months after date of fabrication.

PRESENTATION

- Plastificated paper sack of 25Kg.
- Pallets of 1,400Kg (56 sacks)




PHYSICAL AND CHEMICAL PROPERTIES —
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Coloured powder
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28+2% (6.5-7.5Itr/sack)

1.7 £0.1 g/cm3

LR PRI

2.0 £0.1 g/cm3

up to 2.5 mm.

18 Kg/ m2

2V ISANREVES RASPADO

+5°C

185 mm.

2.2 N/mm2

6 N/mm2

20 min.

Efficient diffusion of water vapor.

SAFETY DETAILS [TECHNICALDATA ]

1ASINI |

nr
o
3
6
m
<
s
a
a

. . e L. « Tipo: Single layer tilling and wall plaster.
® This productis classified as an irritant. OC CS Il W2.

* For more information consult the Product Safety Chart.

* Composition: White cement, selected marble,
organic and inorganic additives.
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* Water to mixture: 28% * 2%

* Performance: 18 Kg/m? por 10 mm. de espesor
maximo

Reference Law: EN 998-1
Type of adhesive: Mortero de revoco y enlucido: OC
Intended uses: Adhesion, Mpa 0,3 FP: A

Absorcion de agua: W2

Declared Values Tests.
Compression resistance 6 N/mm? | UNEEN-1015- 11
Fluctuation resistance 2.2 N/mm? | UNEEN-1015- 11
Consistency 185 mm UNE EN- 1015 -3
Density of the mixture 2.0+0.1gr/em3| UNE EN - 1015 -6
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Single layer plaster with stoned effect.

“/ISANREVES® PIEDRA
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APPLICATIONS

« The support should be resistant, level, with a certain
level of absorption, grooved if possible, clean of dust,
paint, oils, etc...

« The humidity of the support should be 3% or less.

« For very absorbent supports it is recommended to

humidify surface prior to application.

SUPPORTS

« Mix with clean water by hand or machine until
achieving a paste that is clump free, with 28% water (
approx. 6.5-7.5 L/sack)

« Leave torest 5 min and mix again.

« Spread on desired surface with a thickness of no
more than 10mm

« Allow to dry and harden for 1 hour depending on
weather conditions.

« Use asponge or trowel to rub smooth.

DIRECTIONS FOR USE

« Mix with clean water manually or by machine until
obtaining a paste that is clump free, with 28% water (
approx. 6.5-7.5 L/sack)

« Leave torest 5 min and mix again.

« Spread on desired surface with a thickness of no
more than 10mm

« Allow to dry and harden for 1 hour depending on
weather conditions.

« Use asponge or trowel to rub smooth.

AIDICO AIDICO

CERTIFICACION

ISO 14001

CERTIFICACION

MANDATORY GUIDELINES

» Do not use in extreme temperatures, under 5°C or
above 30°C.

» Do not apply in direct sunlight, strong winds, under
rain, or freezing conditions.

« Do not use supports with an interior humidity of more
than 3%.

+ Use indicated amount of water for mortar mix.

« Do not use on mortar supports.

« The thickness of the layer should be 10mm to 12mm.

« Be careful with intense colours when using the trowel
finish.

COLOUR

* See colour chart.

PERFORMANCE
* 13Kg/m2.

CONSERVATION / STORAGE

« Store in dry place within closed original packaging up
to 12 months after date of fabrication.

PRESENTATION

- Plastificated paper sack of 25Kg.
« Pallets of 1,400Kg (56 sacks)




PHYSICAL AND CHEMICAL PROPERTIES

OocC cs w2

Coloured powder

33+2% (7.75-8.75 ltr/sack )

1.1+£0.1 g/lcm3

1.4 +£0.1 g/cm3

up to 0.9 mm.

13 Kg/m2

+5°C

170 mm.

1.8 N/mm2

5 N/mm2

15 min.

1A2INI -

JDINAIIdN0

Efficient diffusion of water vapor

SAFETY DETALLS [TECHNICALDATA |

= ¢ Type: Single layer plaster
® This productis classified as anirritant. v OC CS Il W2.

* For more information, consult the Product Safety Chart.
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* Composition: Cemento blanco, aridos
seleccionados y aditivos organicos e inorganicos

* Water to mix: 33% * 2%

¢ Performance: 13 Kg/m? por 10 mm. thick max.

Reference law: EN 998-1

Type of adhesive: Wall and tilling plaster: OC

intended uses: Adhesion, Mpa 0,3 FP: A

Absorption: W2
Declared Values. Test

Compression resistance: 5 N/mm: | UNEEN-1015- 11
Fluctuation resistance: 1.8 N/mm? | UNEEN-1015-11
Consistency: 170 mm UNE EN-1015 -3

col OUR CHART Density of mixture: 14£0.1gr/cm3| UNEEN-1015 -6
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Single layer cement plaster. @ "' Bhes:
APPLICATION MANDATORY GUIDELINES

» Specially designed to be used with stencils for
decoration on walls or ceiling.

» For interior and exterior use, walls and ceilings.
Single layer.

SUPPORTS

» The support should be resistant, level, with a certain
level of absorption, grooved if possible, clean of dust,
paint, oils, etc...

» The humidity of the support should be 3% or less.

« For very absorbent supports it is recommended to
wet the surface prior to application.

» Recommended for use on cement blocks, concrete,
and on mortar.

DIRECTIONS FOR USE

« Mix with clean water by hand or machine until
obtaining a paste that is clump free, with 28% water (
approx. 6.5-7.5 L/sack)

« Leave torest 5 min and mix again.

» Spread on desired surface with a thickness of
minimum 14mmto 16mm.

« Allow to set a few moments then draw or press stencil
to make desired pattern. Every panel should be done
the same to avoid differences.

- To achieve an aged look use natural oxides in water
24 hours after application, after applied finish with
resin.

AIDICO AIDICO

CERTIFICACION

ISO 14001

CERTIFICACION

Do not apply in extreme temperatures, under 5°c or
above 30°c.

« Do not apply in direct sunlight, strong winds, while
raining, or risk of freezing.

« Do not use supports with an interior humidity of more
than 3%.

« Use indicated amount of water for mortar mix.

« Do notuse on plaster supports.

« The thickness of the layer should be 14mm to 16mm.

COLOUR

* See colour chart

PERFORMANCE
« 18 Kg/m2.

CONSERVATION / STORAGE

- Store in dry place within closed original packaging up
to 12 months after date of fabrication.

PRESENTATION

« Plastificated paper sack of 25Kg.
« Pallets of 1,400Kg (56 sacks)

~l |




PHYSICAL AND CHEMICAL PROPERTIES
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Coloured Powder
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28+2% (6.5-7.5Itr/sack)

1.7 £0.1 g/cm3

2.0 £0.1 g/lcm3

Upto 1 mm.

18 Kg/ m2

+5°C

“ISANREVES® mPRESO

170 mm.

2.5 N/mm2

7 N/mm2

20 min.

1A2INIC

22IMAIIIN09

Efficient diffusion of water vapor

SAFETY DETALS [TECHNICALDATA ]

o Type:Single layer plaster
OoCc Cs Ivw2,

* This productis classified as anirritant.

¢ Formore information consult the Product Safety Chart. * Composition: White cement, selected barren,
organic and inorganic additives.
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* Water absorption: 28% * 2%

« Performance: 18 Kg/m? X 10 mm. thick max.

Reference Law: EN 998-1
Type of adhesive: Plaster: OC
Intended uses: Adhesion, Mpa 0,3 FP: A

Water absorption: W2

Declared Values Test
Compression resistance: 7 N/mm? | UNEEN-1015-11
Fluctuation Resistance: 2.5 N/mm? | UNE EN-1015- 11
Consistency: 170 mm UNE EN-1015 -3
Density of final product: 2.0+0.1gr/om3| UNE EN - 1015 -6

COLOUR CHART

MARFIL 1
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Single layer cement based mortar and plaster. ' Bl
APPLICATIONS MANDATORY GUIDELINES
- Specially designed to plaster on surfaces in thin | « Do not use in extreme temperatures, under 5°C or
layers. above 30°C.

« Forinterior and exterior use, walls and ceilings.

SUPPORTS

» The support should be resistant, level, with a certain
level of absorption, grooved if possible, clean of dust,
paint, oils, etc...

« The humidity of the support should be 3% or less.

« Recommended for use on cement blocks, concrete,

and plaster.

DIRECTIONS FOR USE

« Mix with clean water manually or by machine to
obtain a paste that is clump free, with 21% water (
approx. 5-5.25 L/sack)

» Spread mix manually over support leaving a thin
layer between 3mm and 5mm.

- Use atrowel or sponge to achieve fine texture.

AIDICO

CERTIFICACION

ISO 14001

AIDICO

CERTIFICACION

« Do not apply in direct sunlight, strong winds, under
rain, or freezing conditions.

« Do not use supports with an interior humidity of more
than 3%.

« Use indicated amount of water for mix.

« Do not use on mortar supports.

« The thickness of the layer should be between 3mm-
5mm

COLOUR
* White

PERFORMANCE
* 9Kg/m2.

CONSERVATION / STORAGE

« Store in dry place within closed original packaging up
to 12 months after date of fabrication.

PRESENTATION

« Plastificated paper sack of 25Kg.
« Pallets of 1,400Kg (56 sacks)




PHYSICAL AND CHEMICAL PROPERTIES < <
Classification UNE EN 998-1 CRCS VW2 E mﬁﬂ Z
Appearance White or Coloured Powder <

" S Vs T
Water to mix 22+ 1% (5.25—5.75 Itr/sack ) oY m
2> CAPAFINA
Density of powder 1.5+ 0.1 g/lcm3 Ll
—
. . Ll
Density of mixture (UNE EN1015/6) 1.9 £0.1 g/lcm3 o
= m
Barren Granulation Up to 0.6 mm. <
v <
Performance (10 mm thick) 9Kg/m2 g
minimum application temperature +5°C o
Consistency (UNE EN 1015/3) 185 mm. Uy
Fluctuation test ( UNE EN 1015/11) 3 N/mm2 ﬂ‘
Compression test (UNE EN 1015/11) 7.5 N/mm2 -
Time Open (weather conditions 20° C - 60% HR) 15 min.
Waterproof (Thick 5mm) Efficient diffusion of water vapor
SAFETY DETAILS TECHNICAL DATA
® This productis clasified as an irritant. @ * I;y.{’%ssi?,gv'iz'_aye' cement plaster
* For more information consult the Product Safety Chart.

* Composition: White cement, selected stones, and
organic and inorganic additives.

* Water to mix: 22% * 1%
* Performance: 9 Kg/m? X 5 mm. thick max.

> Reference Law: EN 998-1
i Typre of adhesive:  Plaster: CR
Intended uses: Adhesion, Mpa 0,3 FP: A

= Absorption: W2
Afio: 06

Declared Values Test
Compression Resistance 7.5 N/mm? UNE EN - 1015 - 11
Fluctuation Resistance 3 N/mm? UNE EN - 1015 - 11
Consistency 185 mm UNE EN - 1015 -3
Density of final product 1.9+0.1gr/em3| UNE EN-1015 -6
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Cement based single THIN layer plaster.
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APPLICATIONS

» Specially designed to plaster on surfaces in thin
layers between 3-5mm.
« Forinterior and exterior use, walls and ceilings.

SUPPORTS

« The support should be resistant, level, with a certain
level of absorption, grooved if possible, clean of dust,
paint, oils, etc...

« The humidity of the support should be 3% or less.

» Recommended for use on cement blocks, concrete,
and plaster.

DIRECTIONS FOR USE

» Mix with clean water by hand or machine until
obtaining a paste that is clump free, with 21% water (
approx. 5-5.25 L/sack)

» Spread mix manually over support leaving a thin
layer between 3mmand 5mm.

» Use atrowel or sponge to achieve fine texture.

AIDICO AID

CERTIFICACION

ISO 14001

1CO

CERTIFICACION

MANDATORY GUIDELINES

« Do not use in extreme temperatures, under 5°C or
above 30°C.

« Do not apply in direct sunlight, strong winds, under
rain, or freezing conditions.

« Do not use supports with an interior humidity of more
than 3%.

« Use indicated amount of water for mix.

« Do notuse on mortar supports.

« The thickness of the layer should be between 3mm-
5mm

COLOUR
* White / Coloured

PERFORMANCE
* 9Kg/m2.

CONSERVATION / STORAGE

« Store in dry place within closed original packaging up
to 12 months after date of fabrication.

PRESENTATION

- Plastificated paper sack of 25Kg.
- Pallets of 1,400Kg (56 sacks)



PROPIEDADES FiSICAS Y QUIMICAS w
P "R e o ce
Classification UNE EN 998-1 CRCS IV W2 E ==t D
. <
Appearance White or Coloured Powder 2 W a
. S Vi
Water to mix 22+1% (5.25-5.75 Itr/sack ) ® c
> CAPAFINA a B
i 1.5+0.1 — q
Density of powder 5+0.1 g/lcm3 e~ NS
Ll
Density of mixture (UNE EN1015/6) 1.9 £0.1 g/cm3 o <
= PLUS
Barren Granulation Up to 0.6 mm. <
w
Performance (10 mm thick) 9 Kg/m2 ; L
minimum application temperature +5°C /@ 1'
| ‘ 5 kgs.
Consistency (UNE EN 1015/3) 185 mm. = Sl <
Fluctuation test ( UNE EN 1015/11) 3 N/mm2 %‘ m
Compression test (UNE EN 1015/11) 7.5 N/mm2 . <
Time Open (weather conditions 20° C - 60% HR) 15 min. 0
Waterproof (Thick 5mm) Efficient diffusion of water vapor

SAF ETY D ETAl LS @ lsg:zgiiﬁtezﬁjﬁt plaster

* This productis classified as anirritant. CRCS IV Ww2.

* For more information consult the Product Safety Chart. * Composition: White cement, selected stones, and

organic and inorganic additives.
* Water to mix: 22% * 1%
* Performance: 9 Kg/m? X 5 mm. thick max.

Reference Law: EN 998-1
I Typre of adhesive:  Plaster: CR
Intended uses: Adhesion, Mpa 0,3 FP: A

= Absorption: W2
Afio: 06

pcs

[

Declared Values Test

Compression Resistance 7.5  N/mm? UNEEN - 1015 - 11
Fluctuation Resistance 3 N/mm? UNE EN - 1015 - 11
Consistency 185 mm UNE EN- 1015 -3
Density of final product 1.9+0.1grlem3| UNE EN - 1015 -6
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" ISANREVES® CAPAGRUESA

CAPA GRUESA

gy UNE EN 998-1 T — /\
THICK layer cement based mortar. ' ks
APPLICATIONS MANDATORY GUIDELINES

« Specially designed to plaster on surfaces in thick
layers >5mm.
« Forinterior and exterior use, walls and ceilings.

SUPPORTS

« The support should be resistant, level, with a certain
level of absorption, grooved if possible, clean of dust,
paint, oils, etc...

« The humidity of the support should be 3% or less.

« For very absorbent surfaces, its recommended
humidifying prior.

« Recommended for use on cement blocks, concrete,
and plaster.

DIRECTIONS FOR USE

» Mix with clean water by hand or machine until
achieving a paste that is clump free, with 19.5% water
(approx. 4.75-5 L/sack)

« Spread mix manually over support leaving a thin
layer between 3mmand 5mm.

« Use atrowel or sponge to achieve fine texture.

« Recommended thickness no less than 7mm.

AIDICO AIDICO

CERTIFICACION CERTIFICACION

ISO 14001

ISO 9001

« Do not use in extreme temperatures, under 5°C or
above 30°C.

» Do not apply in direct sunlight, strong winds, under
rain, or freezing conditions.

« Do not use supports with an interior humidity of more
than 3%.

« Use indicated amount of water for mix.

« Do notuse on mortar supports.

« The thickness of the layer should be more than 5mm.

« Can be placed manually or sprayed.

COLOUR
* White

PERFORMANCE
» 18 Kg/m2.

CONSERVATION / STORAGE

« Store in dry place within closed original packaging up
to 12 months after date of fabrication.

PRESENTATION

- Plastificated paper sack of 25Kg.
- Pallets of 1,400Kg (56 sacks)




PHYSICAL AND CHEMICAL PROPERTIES g _ <
P RSTRA € ¢ B
CRCS IV W2 = i c o
White or Coloured Powder ‘ E
= 3 LU
19.5+1% (4.75-5.0 ltr/sack ) @S -‘/|SANREVES
> CAPAGRUESA N
1.3 +£0.1 g/lcm3 ; o
1.8 +0.1 g/cm3 I;:J m
=
Up to 1.5 mm. < w
w
9Kg/m2 N
+5C é ﬁ <
185 mm. m
2.0 N/mm2 sk <
7.5 N/mm2 o

15 min.
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| =

2JIMAIIDN0

Efficient diffusion of water vapor

SAFETY DETAILS
@ « Type: Single layer cement plaster

* This productis classified as anirritant. CRCS IVW2.

* For more information consult the Product Safety Chart. Composition: White cement, selected stones, and
. ition: i " ,

organic and inorganic additives.
* Water to mix: 19.5% * 2..5%

* Performance: 18 Kg/m? x 10 mm. de thick max.

Reference Law: EN 998-1

Typre of adhesive:  Plaster: CR

Intended uses: Adhesion, Mpa 0,5 FP: BA

Absorption: W2
Declared Values. Test

Compression Resistance 7.5 N/mm#| UNE EN-1015- 11
Fluctuation Resistance 2 N/mm* | UNEEN-1015-11
Consistency 185 mm UNE EN-1015 -3
Density of final product 1.8+0.1 gr/em3| UNEEN-1015 -6
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THICK layer cement based mortar.

CAPA GRUESA PLUS

“VISANREVES®
CAPA GRUESA

B
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APPLICATION
- Specially designed to plaster on surfaces in thick
layers > 5mm.
« Forinterior and exterior use, walls and ceilings.

CAPA GRUESA PLUS

SUPPORTS

« The support should be resistant, level, with a certain
level of absorption, grooved if possible, clean of dust,
paint, oils, etc...

« The humidity of the support should be 3% or less.

- For very absorbent surfaces, its recommended
humidifying prior.

« Recommended for use on cement blocks, concrete,
and plaster.

DIRECTIONS FOR USE

« Mix with clean water by hand or machine until
achieving a paste that is clump free, with 19.5% water
(approx. 4.75-5 L/sack)

« Spread mix manually over support leaving a thin
layer between 3mmand 5mm.

« Use atrowel or sponge to achieve fine texture.

» Recommended thickness no less than 7mm.

AIDICO AlID

CERTIFICACION

ISO 14001

1CO

CERTIFICACION

ISO 8001

MANDATORY GUIDELINES

» Do not use in extreme temperatures, under 5°C or
above 30°C.

» Do not apply in direct sunlight, strong winds, under
rain, or freezing conditions.

« Do not use supports with an interior humidity of more
than 3%.

« Use indicated amount of water for mix.

» Do not use on mortar supports.

« The thickness of the layer should be more than 5mm.

» Canbe placed manually or sprayed.

COLOUR
* White

PERFORMANCE
« 18 Kg/m2.

CONSERVATION / STORAGE

« Store in dry place within closed original packaging up
to 12 months after date of fabrication.

PRESENTATION

« Plastificated paper sack of 25Kg.
« Pallets of 1,400Kg (56 sacks)




PHYSICAL AND CHEMICAL PROPERTIES
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Classification UNE EN 998-1

CRCSIVW2

Appearance

“VISANREES®

White or Coloured Powder

Water to mix

CAPA GRUESA

19.5+1% (4.75-5.0 ltr/sack )

Density of powder

1.3+ 0.1 g/cm3

Density of mixture (UNE EN1015/6)

1.8 £0.1 g/cm3

Barren Granulation

Up to 1.5 mm.

Performance (10 mm thick)
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9 Kg/m2

minimum application temperature

+5°C

Consistency (UNE EN 1015/3)

185 mm.

Fluctuation test (UNE EN 1015/11)

2.0 N/mm2 L

Compression test (UNE EN 1015/11)

7.5 N/mm2

Time Open (weather conditions 20° C - 60% HR)

15 min.

Waterproof (Thick 5mm)

Efficient diffusion of water vapor

SAFETY DETAILS

® This productis classified as anirritant.

* For more informtaion consult the Product Safety Chart.

TECHNICAL DATA

I‘E « Type: Single layer cement plaster
CRCS IV W2,

* Composition: White cement, selected stones, and
organic and inorganic additives.

* Water to mix: 19.5% * 2..5%
* Performance: 18 Kg/m? x 10 mm. de thick max.

a ol Reference Law: EN 998-1
il i Typre of adhesive:  Plaster: CR
Intended uses: Adhesion, Mpa 0,5 FP: BA

Absorption: W2

Afio: 06

Declared Values Test
Compression Resistance 7.5 N/mm? UNE EN - 1015 - 11
Fluctuation Resistance 2 N/mm? UNE EN - 1015 - 11
Consistency 185 mm UNE EN - 1015 -3
Density of final product 1.8+0.1gr/em3| UNE EN-1015 -6
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