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APPLICATION

« Adhesive for interior floors and tilling.

» Used for ceramic pieces and natural stone with
medium to high grade of absorption.

« Fortiles of 15Kg/m2 Maximum.

SUPPORTS

« Conventional cement plastering and renders.

« The support should be resistant, level, perfectly set,
grooved if possible, clean of dust, paint, oils, etc.

« The humidity of the support should be 3% or less.

« For very absorbent supports, humidifying prior is
recommended.

« Avoid setting upon brittle or weak plasters.

DIRECTIONS FOR USE

« Mix with clean water manually or mechanically until
obtaining a smooth paste, free of clumps, with a 24%

of water (approx. 6 Ltr/sack)
 Leave torest 5 min and mix again.
« Extend over support in small areas (1-2m2) smooth

out using a plastering trowel with teeth (for tilling) to

regulate the thickness.
« Place ceramic tiles on the support, apply pressure

until grooves settle, assuring its level and free of

voids that prevent adhesion.
« Once mixed the product lasts up to 2 hours forits use.

AIDICO

CERTIFICACION

ISO 14001

AIDICO

CERTIFICACION

MANDATORY GUIDELINES

« Allow 24hrs to dry for walls and 48hrs for flooring.

« Not appropriate for tiles with a superior weight of 40
kg/m2

» Do not use in extreme temperatures, under 5°C or
above 30°C.

« For tiles larger than 30x30 double adhesive should
be used.

« Do not use supports with an interior humidity of more
than 3%.

« Use indicated amount of water for adhesive mix.

« Use indicated construction spacing between tiles
(1.5mm min. walls & 5mm floor)

COLOUR
* White and grey

PERFORMANCE

« 3.5-4kg/m2 for simple application.
« 7-8kg/ m2 for double adhesion.

CONSERVATION / STORAGE

« Store in dry place within closed original packaging up
to 12 months after date of fabrication.

PRESENTATION

- Plastificated paper sack of 25Kg.
« Pallets of 1,400Kg (56 sacks)




PROPIEDADES FiSICAS Y QUIMICAS

w 7] ““%iSNQcEMENrnsc m
Clasificacion segan UNE EN 12004 CE V: BeAE S S o
Z
Appearance White powder ! 3
g ®
Water to mixture 24 +1 % (5.25 - 6.25 l/sack) g VISANCOL
.é\. BASIC CE
Density of powder 1.55 g/cm3 @_Jé —
v
: : Os
Density of mixture 1.8 g/lcm3 =
Initial adhesion (UNE-EN 1348 8.2) 2 0.5 N/mm2 §§ <
N
N
Adhesion post water submersion (UNE-EN 1348 8.3) 2 0.5 N/mm2 25 m
?
Adhesion post aging by heat (UNE-EN 1348 8.4) PND é
Adhesion post freezing/defrosting cycles (UNE-EN 1348 8.5) PND =
Time for piece adjustment (according to weather) 15 min. jj‘
Time open (according to weather) PND. . _—

SAFETY DETAILS

« This productis classified as anirritant.
« For more information consult Safety Details Chart of the product.

TECHNICAL DATA

» Type: Cementing Adhesive CE for interiors.. Tabla de seleccion del dentado en funcion del tamano de la baldosa

SUPERFICIE DE | MEDIDADEL | DENTADO DENTADO DENTADO | PEINE MANGO PEINE
* Composition: White/grey cement, selected marble, LA BALDOSA DENTADO | RECTANGULAR | TRIANGULAR | REDONDO AMERICANO ESPATULA
and organic and inorganic additives. <50 cm? 3x3mm. | LML | MAAA m
* Water to mixture: 24% * 1% <100 cm? axamm. | LM | NAAA £ m
2
» Performance: 4 Kg/m? por 0,8 cm. de thick max. s Sx5mm. | LML L)
=450 em* 6% 6 mm. LS 1 igl E
o Refe I EN 12004:2001 2
c € 13 T;p:’:?:le!h::ive Cement adhesive CE 5750 cm 8x8 mm. _J'I_I'l_l'l gE
Intended Uses -For floors and walls m
-Interiors 2
“Afo: 06 <900 cm 9 x 9 mm. N
Declared Values Tests
Initial Adhesion: 0,5 N/mm? | UNE EN - 1348 apartado 8.2 <900 cm? 1ox10mm. | LN gg
Adhesion post water submersion: 20,5 N/mm? | UNE EN - 1348 apartado 8.3
Adhesion post aging by heat: > 0,5 N/mm? [ UNE EN - 1348 apartado 8.4 >900 cm?® 10 x 20 mm. W e gE
Adhesion post freezing/defrosting cylces: 20,5 N/mm? | UNE EN - 1348 apartado 8.5

137 %,
St

® VISANFER




LU
O
O
7,
LL]
D=
O
7
<
m

BASIC

YESO CE

C€

UNE EN 998-2

CONTROL
INTEGRAL DE
FABRICACION

Cement adhesive specially designed for PLASTER supports.
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APPLICATIONS

« Adhesive forinterior walls.

« Used for ceramic pieces with medium to high grade of
absorption.

« Fortiles of 15Kg/m2 Maximum.

« Especially designed for plaster supports, plaster
walls, and plasterboard.

SUPPORTS

- Conventional cement plastering and renders.
Traditional plaster, roofing plaster, and prefabricated
plasterboard panels.

« The support should be resistant, level, perfectly set,
grooved if possible, clean of dust, paint, oils, etc.

« The humidity of the support should be 3% or less.

« For very absorbent supports, humidifying prior is
recommended.

« Avoid setting upon brittle or weak plasters.

DIRECTIONS FOR USE

« Mix with clean water manually or mechanically until
obtaining a smooth paste, free of clumps, with a 22%

of water (approx. 5.25 Ltr/sack)
« Leave torest 5 min and mix again.
« Extend over support in small areas (1-2m2) smooth

out using a plastering trowel with teeth (for tilling) to

regulate the thickness.
 Place ceramic tiles on the support, apply pressure

until grooves settle, assuring its level and free of

voids that prevent adhesion.
» Once mixed the product lasts up to 2 hours for its use.

AIDICO

CERTIFICACION

AIDICO

CERTIFICACION

ISO 14001

MANDATORY GUIDELINES

« Allow 24hrs to dry for walls and 48hrs for flooring.

« Not appropriate for tiles with a superior weight of 40
kg/m2

» Do not use in extreme temperatures, under 5°C or
above 30°C.

« For tiles larger than 30x30 double adhesive should
be used.

« Do not use supports with an interior humidity of more
than 3%.

« Use indicated amount of water for adhesive mix.

» Use indicated construction spacing between tiles
(1.5mm min. walls & 5mm floor)

COLOUR
* White.

PERFORMANCE

« 3.5-4kg/m2 for simple application.
« 7-8kg/ m2 for double adhesion.

CONSERVATION / STORAGE

- Store in dry place within closed original packaging up
to 12 months after date of fabrication.

PRESENTATION

« Plastificated paper sack of 25Kg.
« Pallets of 1,400Kg (56 sacks)




PHYSICAL AND CHEMICAL PROPERTIES m
III n ‘%’gﬁlggggsmosa
Clasificacion segin UNE EN 12004 CE V: mestiis S S U
Z
Granulation 100% pass sieve 1mm. ! é
i ®
Agua de amasado 22+1% (5.25 - 5.8 I/sack) 2 WISANCOL O
E BASIC CE
Density of powder 1.5 g/cm3 @—Jé m
v
. . oOs
Density of mixture 1.6 g/lcm3 &
Initial adhesionl (UNE-EN 1348 8.2) > 0.5 N/mm2 <z:§
S >
N
Adhesion post water submersion (UNE-EN 1348 8.3) 2 0.5 N/mm2 1’@
N
Adhesion post aging by heat (UNE-EN 1348 8.4) PND F o
Adhesion post freezing/defrosting cycles (UNE-EN 1348 8.5) PND I
Time piece adjustment (according to weather) 15 min. w
Time open. (UNE - EN 1346) 20 min. S . <
Time open ampliado. (UNE - EN 1346) PND m
Time of use (according to weather) 120 min.
SAFETY DETAILS
« This productis classified as anirritant.
« For more information consult Safety Details Chart of the product.

TECHNICAL DATA Tabla de seleccion del dentado en funcion del tamano de la baldosa

¢ Type: Cement adhesive for interior use. SUPERFICIE DE | MEDIDADEL | DENTADO DENTADO DENTADG | PEINE MANGO PEINE
LA BALDOSA DENTADO RECTANGULAR | TRIANGULAR REDONDO AMERICANO ESPATULA
* Compostion: White cement, selected marbles, <50 em? 3x3mm. | LY NANA E
organic and inorganic additives.
=100 em? 4 x4 mm. LML | NAINA ! = I a
* Water to mixture: 22% * 1Y% " — |
% % =250 cm? 5x5mm. N m
+ Performance: 4 Kg/m? por 0,8 cm. max. thick. <450 em? ex6mm. | LN =] m
=750 cm? 8x8mm. N {E’
= :: Reference law EN 12004:2001
Adhesi t C it adhe 2
B | dmeivenee  Comentsdhesie s00cn’ | 9xsmm. | SN L)
-Interior
Afo: 06 5
Declared Values Test ISR 10x10mm. | LI E’
Initial adhesion 20,5 N/mm? | UNE EN - 1348 apartado 8.2 2
Adhesion post water submersion 20,5 N/mm? | UNE EN - 1348 apartado 8.3 >900 e 10 x 20 mm. NN @
Adhesion post aging by heat = PND UNE EN - 1348 apartado 8.4
Adhesion post freezing/defrosting cycles > PND UNE EN - 1348 apartado 8.5

® VISANFER
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APPLICATION
« Adhesive for interior floors and tilling.
» Used for ceramic pieces and natural stone with
medium to high grade of absorption.
« Fortiles of 15Kg/m2 Maximum.

SUPPORTS

» Conventional cement plastering and renders.

« The support should be resistant, level, perfectly set,
grooved if possible, clean of dust, paint, oils, etc.

« The humidity of the support should be 3% or less.

« For very absorbent supports, humidifying prior is
recommended.

« Avoid setting upon brittle or weak plasters.

DIRECTIONS FOR USE

« Mix with clean water manually or mechanically until
obtaining a smooth paste, free of clumps, with a 24%
of water (approx. 6 Ltr/sack)

 Leave torest 5 min and mix again.

« Extend over support in small areas (1-2m2) smooth
out using a plastering trowel with teeth (for tilling) to
regulate the thickness.

« Place ceramic tiles on the support, apply pressure
until grooves settle, assuring its level and free of
voids that prevent adhesion.

« Once mixed the product lasts up to 2 hours forits use.

MANDATORY GUIDELINES

« Allow 24hrs to dry for walls and 48hrs for flooring.

« Not appropriate for tiles with a superior weight of 40
kg/m2

» Do not use in extreme temperatures, under 5°C or
above 30°C.

« For tiles larger than 30x30 double adhesive should
be used.

« Do not use supports with an interior humidity of more
than 3%.

« Use indicated amount of water for adhesive mix.

« Use indicated construction spacing between tiles
(1.5mm min. walls & 5mm floor)

COLOUR
* White and grey

PERFORMANCE

« 3.5-4kg/m2 for simple application.
« 7-8kg/ m2 for double adhesion.

CONSERVATION / STORAGE

« Store in dry place within closed original packaging up
to 12 months after date of fabrication.

PRESENTATION

- Plastificated paper sack of 25Kg.
« Pallets of 1,400Kg (56 sacks)




PROPIEDADES FiSICAS Y QUIMICAS

Appearance White powder m A%EJE-EIEEVS%%%%#?EE
Water to mixture 24 +1% (5.25-6.25 I/sack) 3
®
Density of powder 1.55 g/cm3 w -VLS;ANCEOL
Density of mixture 1.8 g/lcm3 e 4
Time for piece adjustment (according to weather) 15 min. 8
) . =
Time open (according to weather) PND. <
w
" —
SAFETY DETAILS é @ “"
« This productis classified as anirritant. - 2 k?.f.
« For more information consult Safety Details Chart of the product.

TECHNICAL DATA g

* Type: Cementing Adhesive.

¢ Composition: White/grey cement, selected marble,
and organic and inorganic additives.

* Water to mixture: 24% * 1%

¢ Performance: 4 Kg/m? por 0,8 cm. de thick max.

Tabla de seleccion del dentado en funcion del tamario de la baldosa

SUPERFICIE DE | MEDIDA DEL | DENTADO DENTADO DENTADO | PEINE MANGO PEINE
LA BALDOSA DENTADO | RECTANGULAR | TRIANGULAR REDONDO AMERICANO ESPATULA
<50 cm? 3x3mm. | _ULUN | NMAAA |
<100 cm? axamm. | LA | NAAA gy 7 ]
<250 cm? 5x5mm. | _LMLUM m
<450 cm? 6 x 6 mm. JLuan gwmgml /_l
<750 cm? 8 x 8 mm. Jun E
<900 cm? 9 x 9 mm. Jun E
<900 cm? 10x10mm. | LI gEl
>900 cm? 10 x 20 mm. LWL iEI
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APPLICATION
« Adhesive for interior, exterior flooring and interior wall
tilling
« Used for ceramic pieces with low grade absorbtion.
» For tiles superior than 30x30 cm use double
adhesive.

SUPERCOL C1

SUPPORTS

« Conventional cement plastering and render.

« The support should be resistant, level, perfectly set,
grooved if possible, clean of dust, paint, oils, etc.

« The humidity of the support should be 3% or less.

« For very absorbent supports, wetting prior is
recommended.

« Avoid setting upon brittle or weak plasters.

DIRECTIONS FOR USE

« Mix with clean water manually or mechanically until
obtaining a smooth paste, free of clumps, with a 26%

of water (approx. 6.5 Ltr/sack)
« Leave torest 5 minutes and mix again.
« Extend over support in small areas (1-2m2) smooth

out using a plastering trowel with teeth (for tilling) to

regulate the thickness.
« Place ceramic tiles on the support, apply pressure

until grooves settle, ensuring its level and free of

voids that prevent adhesion.
« Once mixed, the product lasts up to 2 hours for its

use.

G

AIDICO AIDICO

CERTIFICACION CERTIFICACION

ISO 14001 ISO 9001

MANDATORY GUIDELINES

« Allow 24hrs to dry for walls and 48hrs for floors.

» Not appropriate for pieces with a superior weight of
40 kg/m2

« Do not use in extreme temperatures, under 5°C or
above 30°C.

« For tiles larger than 30x30 double adhesive should
be used.

- Do not use supports with an interior humidity of more
than 3%.

« Use indicated amount of water for adhesive mix.

COLOUR
* White

PERFORMANCE

« 4kg/m2 for simple application.
 8kg/ m2 for double adhesion.

CONSERVATION / STORAGE

« Store in dry place within closed original packaging up
to 12 months after date of fabrication.

PRESENTATION

« Plastificated paper sack of 25Kg.
- Pallets of 1,400Kg (56 sacks)
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PHYSICAL AND CHEMICAL PROPERTIES
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25+1% (6-6.5I/sack

1.5 g/lcm3

1.8 g/lcm3

2 0.5 N/mm2

2 0.5 N/mm2

PORCELANICO / GRES PORCELAINE / PORCELAIN TILES

2 0.5 N/mm2
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2 0.5 N/mm2

15 min.

20 min.
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SAFETY DETAILS @
« This productis classified as anirritant.

« Formore information consult Safety Details Chart of the product.
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+ Type:- Cementing Plaster C1 for interiors and exteriors| bbbl funcion del tamano de la baldosa
SUPERFICIE DE MEDIDA DEL DENTADO DENTADO DENTADO PEINE MANGO PEINE
* Composition:- White cement, selected marble, an
. . . . 3
organic and inorganic addatives. =50 cm 3x3mm. | LU | NVAAA m
- <100 cm?® 4x4mm. UL | NAAN 5 I
* Mixing water:- 25% + 1% = E
=250 cm? 5x5mm. gighiy] |
* Performance:- 4kg/m2 by 0.8cm thickness maximum.
sasoem? | 6x6mm. | _MLMLM = | ]
2
Retrenee o N 12000700 s7soem’ | sxsmm. | 110N =]
Type of adhesive: . Cement Adhesive C1 N
Eniended purposer: - Forfoors and vl 900’ | 9xsmm. | MLMNN L)
Afio: 06 et
Declared Values Test Performed <900 em? 10x10mm. | LM !""";"I
Initial Adhesion 20,5 N/mm? [ UNE EN - 1348 apartado 8.2
Adhesion post submersion in water 0,5 N/mm? | UNE EN - 1348 apartado 8.3 >900 cm? 10 x 20 mm. RV W) %
‘Adhesion postr aging via heat 20,5 N/mm? | UNE EN - 1348 apartado 8.4
Adhesion post freezing/defrosting cycles > 0,5 N/mm? | UNE EN - 1348 apartado 8.5
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APPLICATION
- Adhesive for interior, exterior flooring and interior wall

tilling with porcelain tiles.
» Used for ceramic pieces with mid to high grade

absorption.
» For tiles superior than 30x30 cm use double

adhesive.

SUPPORTS

- Conventional cement plastering and renders.

» The support should be resistant, level, perfectly set,
grooved if possible, clean of dust, paint, oils, etc.

 The humidity of the support should be 3% or less.

» For very absorbent supports, humidifying prior is
recommended.

« Avoid setting upon brittle or weak plasters.

DIRECTIONS FOR USE

« Mix with clean water manually or mechanically until
obtaining a smooth paste, free of clumps, with a 27%
of water (approx. 6.75 Ltr/sack)

« Leave torest 5 min and mix again.

- Extend over support in small areas (1-2m2) smooth
out using a plastering trowel with teeth (for tilling) to
regulate the thickness.

« Place ceramic tiles on the support, apply pressure
until grooves settle, ensuring its level and free of

voids that prevent adhesion.
» Once mixed the product lasts up to 2 hours for its use.

AIDICO

CERTIFICACION

ISO 14001

AIDICO

CERTIFICACION

ISO S001

MANDATORY GUIDELINES

Wait Allow to dry 24hrs for walls and 48hrs for floors.

» Not appropriate for pieces with a superior weight of
40kg/m2

» Do not use in extreme temperatures, under 5°C or
above 30°C.

- For tiles larger than 30x30, double adhesive should
be used.

Do not use supports with an interior humidity of more
than 3%.

« Use indicated amount of water for plaster mix.

COLOUR
* White.

PERFORMANCE
« 4 Kg/m*for simple application
« 8 Kg/m?*for double adhesive.

CONSERVATION / STORAGE

« Store in dry place within closed original packaging up
to 12 months after date of fabrication.

PRESENTATION

- Plastificated paper sack of 25Kg.
« Pallets of 1,400Kg (56 sacks)




PHYSICAL AND CHEMICAL PROPERTIES
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White powder

“VISANCOL®
SUPERCOL C1 TE

27+1% (6.5-6.7 I/saco

1.5 g/lcm3

1.8 g/lcm3

2 0.5 N/mm2

2 0.5 N/mm2

PORCELANICO/ GRES PORCELAINE / PORCELAIN TILES

> 0.5 N/mm2
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2 0.5 N/mm2

15 min.

20 min.

30 min

<0.5mm

SAFETY DEATAILS

* This productis classified as anirritant.

« For more information consult Safety Details Chart of the product.

* Type: Cement adhesive indicated for pools and
highly humid areas.

* Composition: White cement, selected marble, and
organic and inorganic addatives.

* Water to mixture: 27% * 1%

* Performance: 4 Kg/m? por 0,8 cm. thick max.

EN 12004:2001
Cement adhesive C1TE
-For floors and walls
-Interior and exterior

Reference Law:
Adhesive type:
Indicated uses:

o:

Valores declarados Métodos de ensayo

20,5 N/mm? [ UNE EN - 1348 apartado 8.2
>0,5N/mm? | UNE EN - 1348 apartado 8.3
>0,5N/mm?| UNE EN - 1348 apartado 8.4
>0,5N/mm?| UNE EN - 1348 apartado 8.5

Initial adhesion:

Adhesion post submersion in water:
Adhesion post aging by heat:

Adhesion post freezing/defrosting cycles:
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Tabla de seleccion del dentado en funcion del tamario de la baldosa

[ SUPERFICIE DE | MEDIDADEL | DENTADO DENTADO DENTADO | PEINEMANGO | _ PEINE
LA BALDOSA DENTADO RECTANGULAR | TRIANGULAR REDONDO AMERICANO ESPATULA

<50 cm? axzmm. | UL | WAAA |
<100cm? | 4x4mm. | LU | NAAA 1 | L)
<250 cm? 5x5mm. N m
<450 em? 6x6mm. | _LILM i‘E’ m
=750 cm? 8 x 8 mm. Jun f"'_;'l |
2900 em? oxomm. | _LILN E
s000cm? | 10x10mm. [ MMM =l ]
>900cm®* | 10 x 20 mm. RaAY AV iEI
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SUPERCOL FLEX C1 TE S$1
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High performance cement adhesive with FLEX Technology.

"VISANCOL®
SUPERCOL C1 TE

ARVEY

FLEX

-W1SAN C‘O |°SUPERCOL C1 TE $1

PORCELANICO,/ GRES PORCELAINE / PORCELAIN TILES
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APPLICATIONS
« Adhesive for interior, exterior flooring, and for interior

tilling with Flex technology.
» Used for ceramic pieces and natural rock with any

grade of absorbtion.
« For tiles superior than 30x30 cm use double

adhesive.

SUPPORTS

- Conventional cement plastering and renders,
concrete blocks, fibre cement, natural stone,
concrete floors, especially indicated for dry wall and
plasterboard walls.

- The support should be resistant, level, perfectly set,
grooved if possible, clean of dust, paint, oils, etc.

« The humidity of the support should be 3% or less.

« For very absorbent supports, humidifying prior is
recommended.

« Avoid setting upon brittle or weak plasters.

DIRECTIONS FOR USE

« Mix with clean water manually or mechanically until
obtaining a smooth paste, free of clumps, with a 28%
of water (approx. 7 Ltr/sack)

« Leave torest 5 min and mix again.

« Extend over support in small areas (1-2m2) smooth
out using a plastering trowel with teeth (for tilling) to
regulate the thickness.

« Place ceramic tiles on the support, apply pressure
until grooves settle, ensuring its level and free of
voids that prevent adhesion.

» Once mixed the product lasts up to 2 hours for its use.

« Use indicated amount of water

- Respect general construction rules for joints (min

1.5mm for walls and 5mm for floors)

AIDICO AIDICO

CERTIFICACION CERTIFICACION

ISO 14001

ISO 3001

MANDATORY GUIDELINES

« Allow 24hrs to dry for walls and 48hrs for floors.

» Not appropriate for pieces with a superior weight of
40 kg/m2

« Do not use in extreme temperatures, under 5°C or
above 30°C.

« For tiles larger than 40x40, double adhesive should
be used.

- Do not use supports with an interior humidity of more

than 3%.
» Useindicated amount of water for plaster mix.

COLOUR
* White

PERFORMANCE

« 3.5-4kg/m2 for simple application.
« 7-8kg/ m2 for double adhesive.

CONSERVATION / STORAGE

« Store in dry place within closed original packaging up
to 12 months after date of fabrication.

PRESENTATION

- Plastificated paper sack of 25Kg.
« Pallets of 1,400Kg (56 sacks)

N




PHYSICAL AND CHEMICAL PROPERTIES

C1TE $1
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White Powder

28+ 1% (6.75—7.25 |/saco)

“VISANCOL®
SUPERCOL 1 TES

1.5 g/cm3

1.7 g/lcm3

> 0.5 N/mm2

2 0.5 N/mm2

2 0.5 N/mm2

PORCELANICO/ GRES PORCELAINE / PORCELAIN TILES

> 0.5 N/mm2

-“1SANCO\® SUPERCOLCITES!

20 min.

120 min. De

2 0.5N/mm2

< 0.5mm

225mmy<5mm

SAFETY DETAILS

« This productis classified as anirritant.
« For more information consult Safety Details Chart of the product.

. Zme;gz':i‘::‘“"g Adhesive C1 TE S$1 for interior Tabla de seleccion del dentado en funcion del tamaiio de la baldosa
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SUPERFICIE DE MEDIDA DEL DENTADO DENTADO DENTADO PEINE MANGO PEINE
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* Composition: cement, selected marble, and organic LA BALDOSA DENTADO | RECTANGULAR | TRIANGULAR | REDONDO | AMERICANO ESPATULA
and inorganic additives. <50 em? axamm | UL | SAAA m
—
1 . 0, 0,
* Water to mixture: 28% £ 1% £100 cm? axamm. | JTULO | NAAAN £ D
* Performance: 4 Kg/m? por 0,8 cm. thick max. <250 cm® S5x5mm. [ LN E
sasoem? | exemm. [ LM =1 [
Refel Law: EN 12004:2001
‘Iy-per:r:fih::lvve: Cement adhesive C1TES1 <750 em® 8x8 mm. _mnmnn @
Intended Uses: -For f_loDrs and Wa_lls
‘Aio: 06 -Interior and exterior <900 cm? 9%9 mm. N D
Declared Values Tests
Initial Adhesion: > 0,5 N/mm? [ UNE EN - 1348 apartado 8.2 <900 cm? 10x10mm. | LM g = I
Adhesion post water submersion > 0,5 N/mm? [ UNE EN - 1348 apartado 8.3
Adhesion post aging by heat 50,5 N/mm? | UNE EN - 1348 apartado 8.4 >900 em? 10 x 20 mm. ooy @
Adhesion post freezing/defrosting cycles 50,5 N/mm? | UNE EN - 1348 apartado 8.5
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SUPERCOL PISCINAS C1E

SUPERC

PISCINAS

WE Fop
&k
CIE®

CONTROL ce
e sm‘l”* UNE EN 12004

INTEGRAL DE
FABRICACION

Cement adhesive specially designed for pools and highly‘

humid areas .

“VISANCOL®
SUPERCOL C1 E

2

PORCELANICO / GRES PORCELAINE / PORCELAIN TILES

&
&
]
&1
(@)
O
=
<<
2

@ ' 25 kgs.

prox.

APPLICATION

» Adhesive for interior, exterior flooring, interior wall
tilling and pools or humid areas.

» Used for ceramic pieces with mid to high grade
absorbtion.

» For tiles superior than 30x30 cm, use double
adhesion.

« Especially for pools and high humidity areas.

SUPPORTS

« Conventional cement plastering and renders.

« The support should be resistant, level, perfectly set,
grooved if possible, clean of dust, paint, oils, etc.

« The humidity of the support should be 3% or less.

« For very absorbent supports, humidifying prior is
recommended.

« Avoid setting upon brittle or weak plasters.

MANDATORY GUIDELINES

» Wait 24hrs to dry for walls and 48hrs for floors.

- Not appropriate for pieces with a superior wieght of
40kg/m2

» Do not use in extreme temperatures, under 5°C or
above 30°C.

« For tiles larger than 30x30, double adhesive should
be used.

« Do not use supports with an interior humidity of more
than 3%.

« Use indicated amount of water for plaster mix.

» Use indicated construction spacing between tiles
(minimum 2mm).

COLOUR
* White

PERFORMANCE

« 4 Kg/m*for simple applicaction.
« 8 Kg/m?*for double adhesive.

DIRECTIONS FOR USE

« Mix with clean water manually or mechanically until
obtaining a smooth paste, free of clumps, with a 26%
of water (approx. 6.5 Ltr/sack)

« Leave torest 5 min and mix again.

- Extend over support in small areas (1-2m2) smooth
out using a plastering trowel with teeth (for tilling) to
regulate the thickness.

» Place ceramic tiles on the support, apply pressure
until grooves settle, ensuring its level and free of
voids that prevent adhesion.

« Once mixed, the product lasts up to 2 hours for its
use.

AIDICO

CERTIFICACION

ISO 14001

AIDICO

CERTIFICACION

ISO 9001

CONSERVATION / STORAGE

« 4kg/m2 for simple application.
« 8kg/ m2 for double plaster.

PRESENTATION

- Plastificated paper sack of 25Kg.
- Pallets of 1,400Kg (56 sacks)




PHYSICAL AND CHEMICAL PROPERTIES

Classification UNE EN 12004 C1TE E &
Uz
Appearance White powder 6 §
W
. g
Water for mixture 26+1% (6.25-6.75) E § WISANCOL®
e 2§ SUPERCOLCIE
ensity of powder 1.55 g/cm3 < ;
o AT
Density of mixture 1.8 g/lcm3 8 §
o
3
Py =S PISCINAS
Initial Adhesion (UNE-EN 1348 8.2) 2 0.5 N/mm2 <§
o)
Adhesion post water submersion (UNE-EN 1348 8.3) > 0.5 N/mm2 §§
Adhesion post aging via heat (UNE-EN 1348 8.4) 2 0.5 N/mm2 @ 25 kgs.
Adhesion post freezing/defrosting cycles (UNE-EN 1348 8.5) > 0.5 N/mm2
Time fo piece adjustment (according to weather) 15 min.
Time open (according to weather) 20 min.

SAFETY DETAILS

« This product s classified as anirritant.
« Formore information consult Safety Details Chart of the product.
TECHNICAL DATA Tabla de seleccién del dentado en funcién del tamafrio de la baldosa
* Type:- Cementing Plaster C1 TE for pools and high SUPERFICIEDE | MEDIDADEL | DENTADO DENTADO DENTADO | PEINE MANGO PEINE
hum|d|ty areas. LA BALDOSA AR AR ESPATULA
» Composition:- White cement, selected marble, and <50 om” 3x3mm. | LU [ NAAA |
organic and inorganic addltives. <100 cm? axamm | LM | SAAA g-m;.ml E
* Mixing water:- 27% + 2% 5250 em? sx5mm. | MMM E
. . 2
« Performance:- 4kg/m2 by 0.8cm thickness maximum. SeEn 6x6mm. | LS iwl:m'"l 4:]
750 cm? 8x8mm. éE",
c € Reference Law: EN 12004:2001 <900 em? 9xomm. | _MLIMLM m
Type of adhesive: Cement Adhesive C1E
Indi d U: 3 - For fl 1l
- ndicated Uses Cnioror & Extorior 900cm? | 10x10mm. | LM e
Valores declarados Métodos de ensayo 2
Innitial Adhesion 20,5 N/mm? | UNE EN - 1348 apartado 8.2 e 10 x 20 mm. g ﬁ
Adhesion after water sumersion 20,5 N/mm? | UNE EN - 1348 apartado 8.3
Adhesion after aging by heat >0,5 N/mm?| UNE EN - 1348 apartado 8.4
Adhesion after freezing/defrosting cycles >0,5 N/mm? [ UNE EN - 1348 apartado 8.5




"VISANCOL®

« Adhesive for interior and exterior flooring, interior and
exterior tilling and skirting (max. 1m).

« Used for ceramic pieces with low grade of absorbtion.

« For tiles superior than 30x30 cm use double

adhesive.

SUPPORTS

« Conventional cement plastering and renders,
concrete blocks, fibre cement, and artificial stone.

« The support should be resistant, level, perfectly set,
rugged if possible, clean of dust, paint, oils, etc.

» The humidity of the support should be 3% or less.

« For very absorbent supports, humidifying prior is
recommended.

« Avoid setting upon brittle or weak plasters.

DIRECTIONS FOR USE

« Mix with clean water manually or mechanically until
obtaining a smooth paste, free of clumps, with a 30%
of water (approx. 7.5 Ltr/sack)

 Leave torest 5 min and mix again.

« Extend over support in small areas (1-2m2) smooth
out using a plastering trowel with teeth (for tilling) to
regulate the thickness.

« Place ceramic tiles on the support, apply pressure
until grooves settle, ensuring its level and free of
voids that prevent adhesion.

« Once mixed the product lasts up to 2 hours forits use.

AIDICO

CERTIFICACION

ISO 14001

AIDICO

CERTIFICACION

ISO S001

N O3
O a:
3
| i MAXicoL
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X =l v2
( WIS g | UNEEN 12008 Fa/\
E High performance cement adhesive IMPROVED. ) | N ,@, ' e
APPLICATION MANDATORY GUIDELINES

» Wait 24hrs for vertical rejoining and 48hrs for
outsoles.

» Not appropriate for pieces with a superior wieght of
40kg/m2

» Do not use in extreme temperatures, under 5°C or
above 30°C.

« For tiles larger than 30x30 double adhesive should
be used.

« Do not use supports with an interior humidity of more
than 3%.

« Use indicated amount of water for plaster mix.

» Use indicated construction spacing between tiles
(1.5mm minimum & 5mm floor)

COLOUR
* White

PERFORMANCE

« 3.5-4kg/m2 for simple application.
« 7-8kg/ m2 for double plaster.

CONSERVATION / STORAGE

« Store in dry place within closed original packaging up
to 12 months after date of fabrication.

PRESENTATION

« Plastificated paper sack of 25Kg.
« Pallets of 1,400Kg (56 sacks)




PHYSICAL AND CHEMICAL PROPERTIES

ADHESIVO CEMENTOS0

" -
c2 g ; EAGHE C <R
H
White powder 9 é
g ®
30+1% (7.25—7.7 I/sack) 2 -VISANCOL
1.5 g/cm3 e g
Os
1.7 g/lcm3 O'g
7=\
2 1.0 N/mm2 )
>1.0 N/mm2 2%
> 1.0 N/mm2 F -
25 kgs:
> 1.0 N/mm2 s
20 min. ‘ o
120 min. 5
~8
N g
SAFETY DETAILS <
« This productis classified as anirritant. = § §
« Formore information consult Safety Details Chart of the product. .
[

_ Tabla de seleccion del dentado en funcién del tamario de la baldosa

« Type: Cementing Plaster Adhesive C2 for interiors
- SUPERFICIE DE 'MEDIDA DEL PEINE MANGO PEINE
and exteriors. LA BALDOSA AR AR ESPATULA
¢ Composition: White cement, selected marble, and <50 cm? axamm. | _LULA | SAAAN m
organic and inorganic additives.
st00em® [ axamm | LI [ NAAA = | L)
* Water to mixture: 30% % 1% N " — |
=250 cm 5x5mm. o m
« Performance: 3.5kg/m2 by 0.8cm thickness maximumJ 450 em? 6x6mm. | LM E 5
<750 cm? 8x 8 mm. mrn E
Reference Law: EN 12004:2001
Ty f adhesive: C it Adhesive C2 2
Intonded Uses: . -Forwalls and flors et oxomm. [ MMM L
“Adio: 06 -Interiors and exteriors
Declared Values Test <900 em? 10x10mm. | LM i = |
Initial adhesion: > 0,5 N/mm? [ UNE EN - 1348 apartado 8.2 2
Adhesion post submersion in water 50,5 N/mm? | UNE EN - 1348 apartado 8.3 >900 cm 10 x 20 mm. NN E
‘Adhesion post aging by heat 0,5 N/mm? | UNE EN - 1348 apartado 8.4
Adhesion post freezing/defrosting cycles > 0,5 N/mm? [ UNE EN - 1348 apartado 8.5
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MAXICOL PLUS C2 TE

CONTROL
INTEGRAL DE
FABRICACION

UNE EN 12004

High performance cement adhesive with NON-SLIP

technology.

ADHESIVO CEMENTOS

COLLE A CARRE|
ADHESIVE FOR IY-IALES = | 25

“VISANCOL®
MAXICOL 2 TE

PORCELANICO/ GRES PORCELAINE / PORCELAIN TILES

2715 AN C O |°MAXICOL C2 TE

APPLICATION
« Adhesive for interior and exterior flooring, interior and

exterior (max. 2m) tilling with non slip technology.
« Used for ceramic pieces and natural stone with low

grade of absorption.
« For tiles superior than 30x30 cm use double

adhesive.

SUPPORT

« Conventional cement based plasters and plaster
base, concrete blocks, fiber cement, and artificial
stone.

« The support should be resistant, level, perfectly set,
rugged if possible, clean of dust, paint, oils, etc.

» The humidity of the support should be 3% or less.

« For very absorbent supports, humidifying prior is

recommended.
« Avoid setting upon brittle or weak plasters.

DIRECTIONS FOR USE

« Mix with clean water manually or mechanically until
obtaining a smooth paste, free of clumps, with a 30%
of water (approx. 7.5 Ltr/sack)

« Leave torest 5 min and mix again.

- Extend over support in small areas (1-2m2) smooth

out using a plastering trowel with teeth (for tilling) to
regulate the thickness.

« Place ceramic tiles on the support, apply pressure
until grooves settle, ensuring its level and free of

voids that prevent adhesion.
« Once mixed the product lasts up to 2 hours for its use.

AIDICO

CERTIFICACION

ISO 14001

AIDICO

CERTIFICACION

ISO S00I

MANDATORY GUIDELINES

« Allow 24hrs to dry for walls and 48hrs for flooring.

» Not appropriate for pieces with a superior weight of
40 kg/m2

» Do not use in extreme temperatures, under 5°C or
above 30°C.

« For tiles larger than 30x30 double adhesive should
be used.

Do not use supports with an interior humidity of more
than 3%.

« Use indicated amount of water for plaster mix.

» Use indicated construction spacing between tiles
(1.5mm min. walls & 5mm floor)

COLOUR
* White

RENDIMIENTO
« 3.5-4kg/m2 for simple application.
« 7-8kg/ m2 for double plaster.

CONSERVATION / STORAGE

« Store in dry place within closed original packaging up
to 12 months after date of fabrication.

PRESENTATION

« Plastificated paper sack of 25Kg.
« Pallets of 1,400Kg (56 sacks)




PHYSICAL AND CHEMICAL PROPERTIES

. Ll
Classification UNE EN 12004 C2TE E E
b F
2
Appearance White Powder 6 g
oF:
Water to mixture 30+1% (7.25-7.7 I/sack) g N
3 MAXCOLQTE
Density of powder 1.5 g/lcm3 g
g
: : Og
Density of mixture 1.7 g/lcm3 b3
Initial adhesion (UNE-EN 1348 8.2) > 1.0 N/mm2 <Zl:§ m
N
N
Adhesion post submersion in water (UNE-EN 1348 8.3) 2 1.0 N/mm2 25
a -
Adhesion post aging by heat (UNE-EN 1348 8.4) 2 1.0 N/mm2 % I
Adhesion post freezing/defrosting cycles (UNE-EN 1348 8.5) 2 1.0 N/mm2
Non Slip <0.5mm. lj‘ m
Time for piece adjustment (according to weather) 20 min. S - I
Time open 120 min. O
Time open amplified (UNE-En 1346) 30 min. : :
; ce
SAFETY DETAILS & S—
* This productis classified as anirritant. x
« For more information consult Safety Details Chart of the product. @
TECHNICAL DATA Tabla de seleccion del dentado en funcién del tamanio de la baldosa E
* Type: Cementing Plaster Adhesive C2 TE for [ SUPERFICIEDE | MEDIDADEL | DENTADG | DENTADO | DENTADO | PEINEMANGO |  PEINE |
interiors and exteriors. LA BALDOSA DENTADO | RECTANGULAR | TRIANGULAR REDONDO AMERICANO ESPATULA
* Composition: White cement, selected marble, and <50 cm? axamm. | UL | NAAA a
organic and inorganic additives. T
s100em?’ | 4xamm. | UL | MAAA = | L
* Water to mixture: 30% * 1% =250 om? sxsmm | LA m
+ Performance: 3.5-4 Kg/m? por 0,8 cm. max. thick. <asocm? | exemm. | UM = | /[
<750cm’ | sx&mm. | _MLMLM =]
€| mmomwr Cmmlmhecr <000’ | 9xomm | TLILN Yo
AneLee Declared Values Métodos de ensayo =900 cm? toxtomm. | LM g = I
oo pot e smerson 0| UNE N 1548 spaa >900cm’ | 10.x 20 mm. ~nv| T
dhesion post aging by heat: 20,5 N/mm? [ UNE EN - 1348 apartado 8.4
Adhesion post freezing/defrosting cycles: 20,5 N/mm? [ UNE EN - 1348 apartado 8.5

® VISANFER




MAXICOL FLEX C2 TE S1

MAXICOL

&
SC2TEST®

“VISANCOL’
MAXICOL C2 TE §1

PORCELANICO/ GRES PORCELAINE / PORCELAIN TILES

2715 AN C O |°MAXICOL C2 TE St

25 kgs.
aprox.

;ﬁ%ﬁzéz 'wsc;n@" UNE EN 12004
High performance cement adhesive with FLEX technology f% '
IMPROVED.
APPLICATIONS MANDATORY GUIDELINES

- Adhesive for interior and exterior flooring, interior and
exterior(max. 3m) tilling with Flex Technology.
« Used for ceramic pieces and natural stone with any

grade of absorption.
« For tiles superior than 40x40 cm use double

adhesive.
« Used for large tiles and heavy traffic areas. Indicated

forradiantfloors.

SUPPORTS

- Conventional cement plastering and renders,
concrete blocks, fibre cement, cement floors and
artificial stone.

« The support should be resistant, level, perfectly set,
grooved if possible, clean of dust, paint, oils, etc.

« The humidity of the support should be 3% or less.

« For very absorbent supports, wetting prior is
recommended.

« Avoid setting upon brittle or weak plasters.

DIRECTIONS FOR USE

« Mix with clean water manually or mechanically until
obtaining a smooth paste, free of clumps, with a 29%
of water (approx. 7.25 Ltr/sack)

« Leave torest 5 min and mix again.

- Extend over support in small areas (1-2m2) smooth
out using a plastering trowel with teeth (for tilling) to

regulate the thickness.
« Place ceramic tiles on the support, apply pressure

until grooves settle, ensuring its level and free of

voids that prevent adhesion.
« Once mixed the product lasts up to 2 hours forits use.

AIDICO AIDICO

CERTIFICACION CERTIFICACION

ISO 14001

ISO SOOI

« Allow 24hrs to dry for walls and 48hrs for floors.

- Not appropriate for pieces with a superior weight of
40 kg/m2

» Do not use in extreme temperatures, under 5°C or
above 30°C.

« For tiles larger than 40x40 double adhesive should
be used.

« Do not use supports with an interior humidity of more
than 3%.

* Use indicated amount of water for adhesive mix.

» Use indicated construction spacing between tiles
(1.5mm min. walls & 5mm floor)

COLOUR
* White

PERFORMANCE

« 3.5-4kg/m2 for simple application.
« 7-8kg/ m2 for double plaster.

CONSERVATION / STORAGE

« Store in dry place within closed original packaging up
to 12 months after date of fabrication.

PRESENTATION

« Plastificated paper sack of 25Kg.
« Pallets of 1,400Kg (56 sacks)




PHYSICAL AND CHEMICAL PROPERTIES

C2TE s1

White powder

29+1% (7-7.51/sack)

1.5 g/lcm3

1.7 g/lcm3

> 1.0 N/mm2

2 1.0 N/mm2

2 1.0 N/mm2

2 1.0 N/mm2

< 0.5 mm.

30 min.

180 min.

30 min.

225mm.y <5mm.

SAFETY DETAILS

« This productis classified as anirritant.
« For more information consult Safety Details Chart of the product. 0 @
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“VISANCOL’
MAXICOL C2 TE 1

PORCELANICO / GRES PORCELAINE / PORCELAIN TILES

« Type: Cementing Plaster Adhesive C2 TE $1 for Tabla de seleccion del dentado en funcion del tamano de la baldosa
interiors and exteriors. SUPERFICIE DE | MEDIDADEL | DENTADO DENTADO DENTADG | PEINE MANGO PEINE
st . 2. LA BALDOSA DENTADO RECTANGULAR AR ESPATULA
* Composition: White cement, selected marble, and
organic and inorganic additives. <50 cm? 3x3mm. | LML | NAAA m
« Water to mixture: 30% * 1% <100 cm? axamm. | LML | NAAN g = | / ]
. <250 cm? 5x5mm. rn
¢ Performance: 3.5-4 Kg/m? por 0,8 cm. thick max. Q_
sasoem®’ | exomm. | _MLMLN =1 | /]
Refel I: EN 12004:2001 z .
e ST, szt | exsmm | AN =)
Intended uses: :E‘z;;;lit:rgsair(\’def)l(l‘lgrr%rs =800 . —_— E
Valores declarados Métodos de ensayo EE—
Initial Adhesion: 50,5 N/mm? | UNE EN - 1348 apartado 8.2 =900 em* 10x10mm. | LM § = I
‘Adhesion post water submersion: 20,5 N/mm? | UNE EN - 1348 apartado 8.3 N
Adhesion post aging by heat: 0,5 N/mm? | UNE EN - 1348 apartado 8.4 >900 cm 10 x 20 mm. R A A iE
Adhesion post freezing/defrosting cycles 20,5 N/mm? | UNE EN - 1348 apartado 8.5
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ADHE:
COLVO CEMENTOSO

CAJ
Aeneieitss € G
R =

RADISAN

BASIC CE

“VISANCOL®

TRADISAN BASIC CE

C€

UNE EN 998-2

CONTROL
INTEGRAL DE
FABRICACION

THICK LAYER adhesive cement.

TRADISAN

PORCELANICO/ GRES PORCELAINE / PORCELAIN TILES

:
E
:

APPLICATIONS

« Thick layer (max.15mm) adhesive for interior plaster

based walls, usinga.
« Used for ceramic pieces with medium to high grade of

absorption.

« Fortiles of 15Kg/m2 Maximum.

- Not necessary to wet surface before application, very
good initial adhesion.

SUPPORTS

« Conventional cement plastering and renders. Good
for irregular surfaces, can be used directly on

brickwork.

« The support should be resistant, level, perfectly set,
grooved if possible, clean of dust, paint, oils, etc.

« The humidity of the support should be 3% or less.

« For very absorbent supports, humidifying prior is
recommended.

« Avoid setting upon brittle or weak plasters.

DIRECTIONS FOR USE

« Mix with clean water manually or mechanically until
obtaining a smooth paste, free of clumps, with a 22%

of water (approx. 5.25 Ltr/sack)
« Leave torest 5 min and mix again.

« Method A:-

« Place ceramic tiles on the support, apply pressure
until grooves settle, ensuring its level and free of
voids that prevent adhesion.

» Method B:-
« Apply adhesive directly on tile and press against

desired area.

» Once mixed the product lasts up to 2 hours for its use.

G

G

ISO 14001

MANDATORY GUIDELINES

« Allow 24hrs to dry for walls and 48hrs for flooring.

« Not appropriate for tiles with a superior weight of 40
kg/m2

« Do not use in extreme temperatures, under 5°C or
above 30°C.

« For tiles larger than 30x30 double adhesive should
be used.

« Do not use supports with an interior humidity of more
than 3%.

« Use indicated amount of water for adhesive mix.

» Use indicated construction spacing between tiles
(1.5mm min. walls & 5mm floor)

COLOUR
* White

PERFORMANCE

« 3.5-4kg/m2 for simple application.
« 7-8kg/ m2 for double adhesion.

CONSERVATION / STORAGE

« Store in dry place within closed original packaging up
to 12 months after date of fabrication.

PRESENTATION

- Plastificated paper sack of 25Kg.
- Pallets of 1,400Kg (56 sacks)




PHYSICAL AND CHEMICAL PROPERTIES LLl
@ "E s ¢ @
Classification UNE EN 12004 CE E ““"Eswmm?%mfzg
Appearance White powder E
¢ "VISANCOL
Agua de amasado 22+1% (5.25-5.75 I/sack) 3
Density of powder 1.5 g/cm3 3
= 7
O3
Density of mixture 1.7 g/lcm3 &
O'g <
9
Initial adhesion (UNE-EN 1348 8.2) 2 0.5 N/mm2 §§
3
N
Adhesion post water submersion (UNE-EN 1348 8.3) 2 0.5 N/mm2 <£§ m
N
Adhesion post aging by heat (UNE-EN 1348 8.4) PND % Z
Adhesion post freezing/defrosting cycles (UNE-EN 1348 8.5) PND
Time for piece adjustment (according to weather) 20 min. lj‘ <
Thickness of application 0.5-2cm. - | m
. i |
Time for use (according to weather) 120 min. Q
™ =
SAFETY DETAILS <
* Este producto esté clasificado como productoirritante. =
¢ Para mas informacion consultar la Ficha de Datos de seguridad -
del producto
TECHNICAL DATA Tabla de seleccion del dentado en funcién del tamano de la baldosa I
* Type: Adhesivo cementoso. SUPERFICIE DE | MEDIDADEL | DENTADO DENTADO DENTADO | PEINE MANGO PEINE
LA BALDOSA DENTADO RECTANGULAR | TRIANGULAR REDONDO AMERICANO ESPATULA
¢ Composition: Cemento blanco, marmolinas <50 em? 3x3mm. | UL | NS E
seleccionadas y aditivos organicos e inorganicos ——mm
=100 cm® 4 x4 mm. RN NN VA VAVAN fm;'l m
* Water for mixture: 22% * 1% =250 am? sxsmm | LALLM m
« Performance: 4 Kg/m? por 0,8 cm. de espesor <450 em? sx6mm. | LM !"““‘_“;,"', /]
maximo
_ s7s0em? | sxsmm. | LN =]
= B Reference law: EN 12004:2001
ce | e i s00em’ | 9x9mm. | LM |
S et -Interior
AneLe Declared Values Test =900 em? 10x10mm. | LM ! = I
oo gt smersion o | UNE EN- 1048 st 5 >900cm’ | 1020 mm. ~ou| 5]
Adhesion post aging by heat: > PND UNE EN - 1348 apartado 8.4
Adhesion post freezing/defrosting cycles: = PND UNE EN - 1348 apartado 8.5
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TRADISAN

C€

UNE EN 998-2

CONTROL
INTEGRAL DE
FABRICACION

THICK LAYER adhesive cement designed for PLASTER

SUPPORTS.

ADHESIVO Ceyey
COLLE & CENENTOS0 "
ADHESVEYOR TS €g E

CEmm

“VISANCOL®

PORCELANICO / GRES PORCELAINE / PORCELAIN TILES

-“”ISANC O " TRADISAN

APPLICATIONS
« Thick layer (max.15mm) adhesive for interior walls.
« Used for ceramic pieces with medium to high grade of

absorption.
- Fortiles of 15Kg/m2 Maximum.
» Not necessary to wet surface before application, very

good initial adhesion.

SUPPORTS

» Conventional cement plastering and renders. Good
for irregular surfaces, can be used directly onto
brickwork.

» The support should be resistant, level, perfectly set,
grooved if possible, clean of dust, paint, oils, etc.

* The humidity of the support should be 3% or less.

» For very absorbent supports, humidifying prior is
recommended.

« Avoid setting upon brittle or weak plasters.

DIRECTIONS FOR USE

» Mix with clean water manually or mechanically until
obtaining a smooth paste, free of clumps, with a 22%

of water (approx. 5.5 Ltr/sack)
« Leave torest 5 min and mix again.

» Method A:-
« Extend adhesive in small areas (1-2m2) using a

plastering trowel with teeth (for tilling) to regulate the

thickness.
« Place ceramic tiles on the support, apply pressure

until grooves settle, assuring its level and free of
voids that prevent adhesion.

» Method B:-
» Apply adhesive directly on tile and press against

desired area.

» Once mixed the product lasts up to 2 hours for its use.

G
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MANDATORY GUIDELINES

« Allow 24hrs to dry for walls and 48hrs for flooring.

« Not appropriate for tiles with a superior weight of 40
kg/m2

« Do not use in extreme temperatures, under 5°C or
above 30°C.

« For tiles larger than 30x30 double adhesive should
be used.

« Do not use supports with an interior humidity of more
than 3%.

- Use indicated amount of water for adhesive mix.

» Use indicated construction spacing between tiles
(1.5mm min. walls & 5mm floor)

COLOUR
* White

PERFORMANCE

« 15-16/m2 for simple application.
 21-22kg/ m2 for double adhesion.

CONSERVATION / STORAGE

- Store in dry place within closed original packaging up
to 12 months after date of fabrication.

PRESENTATION

« Plastificated paper sack of 25Kg.
« Pallets of 1,400Kg (56 sacks)




PHYSICAL AND CHEMICAL PROPERTIES

Classification UNE EN 12004 CE g g’ O
=
Appearance White Powder I~ § w
w
v
Water to mixture 23+1% (5.5 6 l/sack) g o m
N
W
Density of powder 1.5 g/lcm3 E
en
&=
Density of mixture 1.7 g/lcm3 o 2
Of
9
Initial adhesion (UNE-EN 1348 8.2) > 0.5 N/mm2 <Zl:§ Z
3
: . N}
Adhesion post water submersion (UNE-EN 1348 8.3) 2 0.5 N/mm2 —‘s
Adhesion post aging via heat (UNE-EN 1348 8.4) PND F w
Adhesion post freezing/defrosting cycles (UNE-EN 1348 8.5) PND Q
Adjustment time (according to weather) 15 min. %‘
Thickness of application 0.5-2cm. - <
Time for use (according to weather) 120 min. m
™
SAFETY DETAILS
* This productis classified as anirritant.
¢ Formore information consult the Product Safety Chart.
TECHNICAL DATA Tabla de seleccion del dentado en funcién del tamaiio de la baldosa
* Type: Adhesivo cementoso. [ SUPERFICIE DE | MEDIDA DEL | DENTADO DENTADO DENTADO | PEINE MANGO PEINE
LA BALDOSA DENTADO RECTANGULAR | TRIANGULAR REDONDO AMERICANO ESPATULA
* Composition: Cemento blanco, marmolinas <50 cm? axzmm. | _LMLN | NAAA m
seleccionadas y aditivos organicos e inorganicos S
<100 cm? axamm. | LA | NAAA &= L)
* Water to mixture: 23% * 1%
<250 em? S5x5mm. | _LMLUM E
* Performance: 15-16 Kg/m? por 0,8 cm. de espesor 2 i
o <450 cm 6x6mm. | _LMLMN =1 |
<750 em? sx8mm. | _LMLM =
! Reference law: EN 12004:2001
c € ¢ | Dpnotachesive:  Cometadhente ss00em’ | oxomm. [ LN )
= -Interior
T o =900em* | 10x10mm. | LML =
oo potwter smerson o | UNE - 1548 sotad 5 >900em® [ 10.x 20 mm. | £
Adhesion post aging via heat: > PND UNE EN - 1348 apartado 8.4
Adhesion post freezing/defrosting cycles: > PND UNE EN - 1348 apartado 8.5
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THICK LAYER cement adhesive with NON-SLIP technology.

ADHESIVO CEMENTOS)

COLLE A a N
ADHESIVE YOR Tt Ge H
e s

“VISANCOL’
TRADISAN

PORCELANICO/ GRES PORCELAINE / PORCELAIN TILES

3
E
§

APPLICATION
« Thick layer (15mm) cement adhesive with Non-Slip
technology for interior and exterior floors and walls

(exterior walls max. 2m).

« Used for ceramic tiles with mid to high grade
absorption.

« Used for large projects.

« No need to wet surface prior, good initial adhesion.

SUPPORTS

Conventional cement plastering and renders. Usefull
forirregular surfaces or directly on brick.

« The support should be ressitant, level, perfectly set,
grooved if possible, clean of dust, debris, oils, etc...

« The humidity of the support should be inferior to 3%.

« For highly absorbant supports, wetting prior to
application is recommended.

+ Avoid setting on weak or brittle plasters.

MANDATORY GUIDELINES

« Allow 24 hours to dry for walls and 48 hours for floors.
« Notindicated for tiles superior of 40 kg/m2.
« Do not use in extreme temperatures, under 5°C or

above 30°C.

« For formats above 30 x 30, double adhesive should
be used.

» Do not use on supports with an interior humidity
above 3%.

« Use indicated amount of water.
» Respect construction joints (min. 1.5mm walls &

5mm floors).

COLOUR
* White.

PERFORMANCE

» 15 Kg/m2 for simple application.
» 21-22 Kg/m2 for double adhesive application.

DIRECTIONS FOR USE

« Mix with clean water manually or by machine to
obtain a smooth paste free of clumps with a 22%
water (aprox. 5.5 L/saco).

« Letset 5 minutes then remix.

- METHOD A:

« Extend mix over support in small areas (approx. 1-2
m?) using a tilling trowel with teeth (appropriate for
specific tile) to regulate the thickness.

« Apply pressure to the tile to achieve placement,
leaving no voids that preventadhesion.

- METHOD B:

« Apply product directly on tile and place tile on
support.

« Once mixed the product can be used for up to 2
hours.

G
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CONSERVATION / STORAGE

« Store in a dry place within the original packaging for
up to 12 months after fabrication date.

PRESENTATION

« Plastificated paper sack of 25 Kg.
- Pallets of 1.400 Kg. (56 sacks).




PHYSICAL AND CHEMICL PROPERTIES

Classification Under UNE EN 12004

C1T

Appearance

White Powder

Water for mixture

23+1% (5.5-6 I/sack)

Density of powder 1.5 g/lcm3
Density of mixture 1.7 g/cm3
Initial Adhesion (UNE-EN 1348 8.2) 2 0.5 N/mm2
Adhesion post water submersion (UNE-EN 1348 8.3) 2 0.5 N/mm2
Adhesion post aging via heat (UNE-EN 1348 8.4) 2 0.5 N/mm2
Adhesion post freezing and defrosting (UNE-EN 1348 8.5) 2 0.5 N/mm2
Piece adjustment time (depending weather) 20 min.
Thickness to apply 0.5-2cm.
Time for use (depending weather) 120 min.
Non-Slip < 0.5 mm.
Time for use 120 min.
SAFTEY DETAILS

LT

* This productis classified as an irritant.
® For more information consult the Safety Details Chart of the
product.

TECHNICAL DATA

* Type: Cement Adhesive C1 T.

* Composition: White cement, selcted marbles,

PORCELANICO / GRES PORCELAINE / PORCELAIN TILES

2 ISANCO° TRADISAN

TRADISAN

V)

4

25 kgs.

Tabla de seleccion del dentado en funcién del tamaiio de la baldosa

organic and inorganic additives

* Water for mixture: 23% * 1%

* Performance: 15 Kg/m? por 0,8 cm. maximum

thickness

Reference law:
Type of adhesive:
Intended uses:

EN 12004:2001
Cement adhesive C1 T
- For floors and walls

- Interiors.
Afio: 06

Declared Values Form of test

Initial adhesion: 20,5 N/mm? | UNE EN - 1348 apartado 8.2

UNE EN - 1348 apartado 8.3

Adhesion after water exposure: 20,5 N/mm?
0.5 N/mm?*

0.5 N/mm?

UNE EN - 1348 apartado 8.4
UNE EN - 1348 apartado 8.5

Adhesion after aging by heat exposure:

Adhesion after cycles of freezing/defrosting:

SUPERFICIE DE | MEDIDA DEL | DENTADO DENTADO DENTADO | PEINE MANGO PEINE
LA BALDOSA DENTADO | RECTANGULAR | TRIANGULAR | REDONDO | AMERICANO | ESPATULA
<50 em? 3 %3 mm. M 1 | \AAN E
5100 cm? axamm. | LML | NAAA =1 L]
=250 cm? 5x5mm. N ]
<450 cm? 6 x 6 mm. il 1 ﬁwgl m
<750 cm? 8 x 8 mm. ipiigipg] E’
=900 cm? 9 x 9 mm. M 1 E
<900 em? 1ox1omm. | LM ! proey |
>900 cm? 10 x 20 mm. AW @
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